
FASTER GENOA.S 

IVAN CORYN of HOOD ONE DESIGN, Dragon sailor, Designer of 
Championship Winning sails for. J24, Flying Fifteen, X.O.O., 
sonata and Dragons, gives his thoughts on designing and sailing 
with today's genoas . 

How often does one hear someone say "my boat feels sluggish in 
wa ves", "she doesn't accelerate from the starting line", "she's 
slow out of tacks". Fast sailors have a fine sense of feel for 
h ow their boat is performing, as well as an ability to rapidly 
change gear to respond to changing wind and wave conditions. The 
way yo ur Dragon is coping with different wind and sea conditions 
is in part transmitted to the helmsman through the tiller, by 
feel, that is the amount of lee or weather helm that is present. 

TILLER 

WEATHER HELM. :TOO M.UCH POWER IN MAIN 

LEE HELM. GENOA TOO POWERFUL 
RELATIVE TO KAIN 

Too much power generated in the genoa relative to the main 
develops lee helm and conversely too much power in the main 
~elative to the genoa develops weather helm, either situation 
making the boat feel out of balence and often slightly sluggish 
t hrough the water. A well designed Dragon genoa which both you 
and your crew understand how to use therefore plays a vital role 
in obtaining optimum speed to windward. 

Sail design ie a form of construction engineering, understanding 
the stress map below has allowed me to create a form of 
construction which best allow the sail shape to respond to 
adjustment of the controls available on the Dragon, 
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Principal sail controls available are sheet tension, Barbour 
haulers, athwartship genoa tracks, halyard tension and running 
backstay tension; all of which inter-connect in their effect . 

When designing a Dragon genoa these controls must be taken into 
account. A strong low stretch material for the leech makes for 
easy Barbour adjustment; a light material for the luff gives 
sensitivity to halyard adjustment. Correct choice and placement 

of materials means the overall depth of camber is easily 
controlled by the runners. 

To get the best performance from the genoa we must consider how 
each sail control works individually. 

SHEET TENSION: This controls the angle of attack and overall 
chord depth of the sail for a given point of sailing. On the 
wind easing sheets develops more power helping the boat to 
accelerate through the wash of a powerboat for example. 

BARBOUR HAULERS: standard on almost all Dragons, this controls 
the leech profile of the genoa, and thereby the shape of the 
slot created between it and the leading edge of the mainsail. 
Tightening the Barbour reduces twist, i ncreasing the potential 
pointing ability of the sail. Too much, however, and the sail 
begins to stall producing a negative effect of boatspeed. A 
useful guide in a crosscut sail, such as that drawn above, is to 
set the Barbour so that the seams over the lower 2/3rds of the 
sail are running off the sail parallel with the side of the 
boat, whilst those in the upper l/3rd are twisted off between 5 
and 10 degrees. 

ATHWARTSHIPS TRACK: This controls the width of the slot for a 
given Barbour hauler setting, easing the tracks down widens the 
slot helping keep the hull upright and driving in a strong gust. 

HALYARD TENSION : This and runner tension compliment one another, 
both playing a part in controlling the fullness of the entry of 
the sail. Halyard tension directl y controls the fullness as the 
sail leaves the forestay wire, thereby widening or narrowing the 
groove that the helmsman has to steer the boat by. In flat 
conditions it is easy to sail to a fine entry, however as sea 
builds one must be able to luff and bear awa y without stalling 
the sail, to gain maximum speed to windward. 

RUNNERS: These affect the overall camber depth of the aerofoil, 
hence easing the fine tune, and powering up the rig to 
compensate for loss of breeze or set of waves. Upwind you should 
expect to play the fine tuning such that the wire passing 
through the deck is moving over a range of 2cm. The effect of 
the sail profile should be monitored through the spreader 
observation window set in the mainsail. 

Whatever the technology the most important ingredient of 
evolving a fast design or sailing fast is to enjoy one • s 
sailing. Good luck next season. 
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